400 SERIES SAFETY FILTER

1. Hex Bolt
2. Flat Washer
3. Safety Filter Lid
4. Lid Gasket
5. Screen Gaskets
6. Safety Filter Screen
7. Safety Filter Body
8. Flanged Discharge
9. Grooved Inlet
10. VIC Clamp
400 SERIES SAFETY FILTER

MATERIAL SPECIFICATIONS

1. Hex Head Bolts - 18-8 Stainless Steel.
2. Flat Washers – 18-8 Stainless Steel.
5. Screen Gasket (2) EPDM Material.
7. Filter Body is 304/304L Stainless Steel Pipe conforming to ASTM A778.
8. 304 Stainless Steel Flanges meet ASTM A182 and ASME/ANSI Drilling for Class 150.

Filters are provided with Plugged Outlets for the following:
- Two - 1/4” FIPT Outlets for Inlet & Outlet Pressure Gauges (Sold Separately).
- One - 1” FIPT Outlet for Flush Valve (Sold Separately).
- One - 2” FIPT Outlet on side for Injection or Tap Off.
- One - 2” FIPT Outlet on Top for Air Vent (Sold Separately).

*Dimensions must be determined by brand of media tank & by configuration.
Maximum Pressure Rating of 125 PSI. Higher Pressure Rated Units are available upon Request.